
Die Branche zieht positiver Bilanz trotz Besucherrückgangs:
    ü  Auslandsanteil der Besucher gestiegen
    ü  Hohe Entscheiderquote
    ü  Mehr Aussteller ungeachtet der Wirtschaftskrise
    ü  Insgesamt 656 Unternehmen aus 35 Ländern
    ü  Rund 15.000 Fachbesucher aus über 90 Ländern
    ü  Erwartungen der Messeteilnehmer übertroffen

Auf einer sehr großen Austellungsfläche fand in 4 Hallen der Neuen Messe München Riem die 
diesjährige, führende Messe der keramischen Industrie statt. Neben den großen Austellern mit Ihrer 
mächtigen Produktionstechnik, wurden auch die kleinere Aussteller für Messtechnik wie TMI-ORION 
gut besucht. Das Besondere dieses Jahr: Nicht die Anzahl der Besucher, sondern eher die Qualität 
der Anfragen sowie das  technische Interesses für die sehr zuverlässigen sowie robusten Mess- und 
Registriersysteme von TMI und TECHNETICS standen im Vordergrund. 

Besonderer Mittelpunkt der Aufmerksamkeit galt der "Mercedes Lösung" für die Optimierung von 
Trocknungsprozessen . Eine geniale Kombination der Produkte CeriDRY  und DryBALL  gestattet 

dem Benutzer die gleichzeitige Aufzeichnung  der 
4 ausagekräftigsten Messgrößen im Trocknungsprozess: 
Temperatur, Feuchtigkeit, Schwindung  und 
Gewichtsänderung.  Während die 3 ersten Messgrößen 
inzwischen bei renommierten und auf gleichbleibende 
Qualität achtende Unternehmen bereits der Standard 
sind, so lässt die zusätzliche Auswertung der Gewichts- 
änderung über der Zeit jede kleine Unregelmäßigkeit im 
Trockungsprozess und vor allem auch deren Ursache 
exakt erkennen. So berichteten Anwender beispiels- 
weise, damit beginnende Ventilatorprobleme oder 
Zirkulationsprobleme bereits in der Entstehungs-
phase entdecken und beseitigen zu können. Bislang 
wurde dies teilweise erst an der Verschlechterung des Ausgangsproduktes bemerkt.

Relativ unbekannt ist das Produkt nanoVACQ-Ad+T , womit man Strömingsintensität und bei der 

Anwendung von mindestens 2 Stück sogar Strömungsrichtungen klar erkennen kann. 
Verwirbelungen durch die Art der Beladung des Trockners oder die gegenseitige Beeinflussung von 
Luftströmungen werden damit gut erkennbar. Ziel ist die gleichmäßige Luftumströmung des 
gesamtenTrockengutes.

Der TMI-Datenlogger VACQ II wird von den Insidern für Brennöfen als eine sehr sichere und 

preiswertere Alternative zu den Temperaturdatenloggern des Wettbewerbers bezeichnet.

Im Bereich PC-Software  wurde die neue "QLEVER" vorgestellt. Gegenüber der älteren derzeit  

noch erhältlichen Software "xVACQ" bietet die neue "QLEVER" eine weitaus größere Funktionalität, 
mit vielen zusätzlichen von den Anwendern gewünschten Optionen. Besonders profitieren davon 
Kunden im Bereich der Bau- und Keramikindustrie.

Danke für die zahlreichen Kundenbesuche zur Pflege persönlicher Kontakte. Die CERAMITEC 2009 
war insgesamt ein schöner Erfolg. Wir freuen uns bereits auf die nächste in 2012! 
.................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................................

TMI-ORION  + TECHNETICS  haben Erfahrung und beste Lösungen mit kabellosen 
Datenloggern zur Produküberwachung in Brennöfen und Trocknern - rufen Sie uns an:
TMI-ORION + TECHNETICS Kundenberatung                                              Büro:  Tel+AB: 0841-951 95 53

Email: GuenterFinsterbusch@TECHNETICS.de                         www.technetics.de    www.tmi-orion.com 

Herzlichen Dank
unseren Besuchern auf der CERAMITEC 2009!

4 physikalische Parameter auf einmal 
mit CeriDRY  und DryBALL



YOU NEED TO MONITOR YOUR MANUFACTURING PROCESSES?

Ceramics
Bricks

Tiles

TMI-Orion will help you find the best technical solutions for  measuring all
the physical parameters you are dealing with. An ev olving data 
processing software will assist you in monitoring a nd even controlling your
processes.

TEMPERATURE, AIR FLOW, HUMIDITY, SHRINKAGE, WEIGHT

Consider that TMI-Orion has a solution for each one  of these parameters
and can give you the possibility of recording sever al of them with the same
measurement system. This gives you a perfect way of  correlating the 
different parameters all together.

CeriDry

The Ceramic drying process data logger, CeriDry enables correlation between
humidity variation, air temperature with shrinkage of tiles and bricks while they
dry. It also gives accurate evaluation of the dryin g process between two parts
of the same brick or tile.

High-T-Dry

For high temperature dryers, TMI-Orion has designed  a ceramic drying process
data logger for monitoring shrinkage and temperatur e up to 250"C, High-T-Dry .

NanoVACQ Ad

The NanoVACQ Ad is an air flow data logger specially designed for b ricks and
tiles industry needs during drying process. It enab les measurement of 
temperature and air flow simultaneously inside drye rs, or even temperature 
inside the product.

l Temperature, Humidity, Shrinkage .................... CeriDry

l Temperature, Shrinkage ..................................... High-T-Dry

l Temperature, Air Flow ........................................ NanoVACQ Ad Td

l Air Flow ............................................................... NanoVACQ Ad

l Weight, Temperature .......................................... DryBal

l Temperature for mapping ................................... VACQ Flat

l Temperature ........................................................ VACQ IICURING

DRYING



Ceramics
Bricks

Tiles

DryBal

DryBal , a ceramic weight data logger, enables temperature  and weight 
recording during drying process.

VACQ Flat

The VACQ Flat , with its 16 thermocouple channels and its small s ize may be
used to create a mapping of temperature inside drye rs.

VACQ II

The VACQ II, a ceramic curing data logger, enables the measurement of 
temperature during ceramics, tiles and bricks curin g cycles, up to 1200"C. It
has 8 to 16 type K thermocouples (supplied with the  data logger).

xVACQ software

The specific xVACQ software with Bricks/Ceramics option displays 
temperature in your curing and drying processes, bu t also enables association
of tunnel profiles : wagon size, sensors positionin g, pace duration, position of
equipments (burners, hot air fans). Moreover, for each acquisition, a 
temperature screen gives you the value and position  of the cold spot.

TMI-ORION - PIT de la Pompignane - Rue de la vieille poste - 34055 Montpellier Cedex 1 
Tel  +33 (0)4 99 52 67 10 - Fax +33 (0)4 99 52 67 19 - www.tmi-orion.com

TMI-USA - 43671 Trade Center Place, Unit 104 - Dulles, VA 2 0166 - USA
Tel +1 703 661 6429 - Fax +1 703 661 6425  - www.tm igi.com

Process control

VACQ II, VACQ Flat and CeriDry are available in Radio Transmission
versions, therefore allowing not only a real time visualisation of data during
cycle but also on line control of your process. TMI -Orion will provide you
with hardware and software means for controlling yo ur process

Please find in the following pages further informat ion on our offer for ceramics, tiles and

bricks industry.
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